ArgusscAan”

Featuvres
- Fully outomatic scanning operation

- Modular maunting with four stand
configurations

- R§232 avxiliary por? for adding

- User-replaceable cables
- Fasy to set up and configure

- Custom data editing vsing
Bits ‘n” Pieces™

- Programmable depth of field
- Compatible with OPOS systems

The Arqusscan”™ is o high performance,
omnidwectionol loser bar code sconner ideol for
retodl, convenience, off licence, gracery ond
speciolty stores. Becouse it is engineered with o
lorge, high-speed scan area and a bright 650
nm laser, Arqusscan boasts exceptionolly high
first pass read occuracy for maximum
productivity.

Offesing four stond canfiqurations, the Mgusscan
is odaptable to o voriety of opplcotions. The
modular design allows it to be mounted either
horizantally or verticolly, ond o flexible post can
be added, raising the scanner an edditional 76
mim (3°) off the counter top. Combine this with
it's progrommable depth of field, the Argussean
can be custamised to meet the requirernents of
even the most unique sconning enviroament.

@ Metrologic

Multiple interfaces and dota porsing make the
Argusscan compolible with most cash registers
right aut of the box, and the RS232 cuxiliory
port aliaws far check reoders, magstipe renders
or bor code sconner input. Simply plug o
Metologic hand-held scanner inta the auxisory
port for sconning bulky ar heavy iterns.

The Arqusscan is MetroSet® 2, MetoSelect®
and MenOPOS® compatible, moking
configuretion easy, and it's campatildity with
Metologic's Poweilink user reploceable cables
olows users fo quickly replace domaged cobles
All of these features ond o twa-year warronty,
make Argusscan excellent volue.




OPERATIONA

Light Seurce

Laser Power

Oepth of Scan Field
Width of Scan Field
Scan Speed

Scan Panermn

Number of Scan Lines
Minimum Bar Widih
Decode Capability

System Imerfaces

Print Contrast

MNumber Characters Read

Roll, Pitch, Yaw
Beaper Oparation
Indicatars (LED)

Dimensions
Faotprint On Stand
Weight
Termination

Cable

Mount {optional)

MECHANICAL

ArgusSsCcAN™

Visible Laser Diode 650 nm + 10 nim

0.678 mW {peak)

0 mm - 215 mm (07 - 85) for 0.33 mm {13 mil) bar codes

3@ mm (1.5 @ 40 mm {167 ;135 mm {5.3) @ 215 mm {8.5')
2000 scan hines per second

5 fields of 4 parallel ines (ommdirectional)

20

0,13 mm {5.2 mil}

Autadiscriminates all standard bar cades;
for other symbelegies call Matrologic

PC Keyboard Wedge, RS232, OCIA, Light Pen, 1BM dBxx,
Stand Alone PC Keyboard, USB

35% minimum reflectance difference

Up to 80 data characters

360°, 60°, 60°,

7 tones or no beep

Grean = laser on, ready to scan; Red = good read, decoding

123 mm H x 65 mm D x 168 mm W (4.8"H x 26" D x 66" W)

127 mm x 87 mm (5" x 268 or 93 mm x 67 mm (3.5 x 2.68)
0,91 Xa (2 Ibs)

Four 10-pin modular 8J45

Standard 2.1 m (T') straight; optional 2.7 m (¥} coiled;

for other cables call Metralagic

Fully adjustable

R b .

Input Voltage
Power

Operating Current
DC Transiormers
Laser Class

EMC

Operating Temperature
Storaqe Temperature
Humidity

Light Levels
Contaminants
Ventilatian

Spacifications subject 1o change without notice
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ENVIRONMENTAL

52V0C £025V

1.9wW

360 mA

Class 11; 5.2 VOC @ 650 mA

CORN: Class lla; EN 60 825-1: 1594/A11: 1996 Class 1
FCC, ICES-003 & EN 55022 Class A

=

0°C 10 40°C (32°F w0 104°F}

-40°C 10 60°C {-40°F 10 140°F)

5% to 95% relative humidity, non-condensing

Up to 4842 Lux {450 footcandles)

Sealed 1o resist airborne particulate contaminants
None required
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usa

Motrologe:s lnstruments, o
Ted 1-800-1D-METR(O

Fan 18557266673

Email infe@metrolegic.com

Gemany

Metialogic Instromants GmbH
Tel «49{01 39850190

Fax; «89(0) 29 &9 D18 200

Emad: inlofide. melrologes com
W, mitralogic-estruments de

Metrologic Seuth Amarics

Tel: 5571 -5505-6558

Fax: 551155051681

Emadt infoso metrelogic com

Iealy

Metrologic Insteuments Kalia S

Tek +390 51 6511978

Fax 390 51 8521337

Email: infodt metrologic. com
vivrw metrologe it

Motrologes do Bras? Lida

Tet 5511-5505-2396

Fox: 5511.5507.2301

Email: infoBbr.metrologe com

Spain
| Metrologic Ersa Ibénca S1
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Hampshire

Asia lonly|

Mutrologie Asia [Fiel Lid

Tol 65 B42. 7155

Fax: 806-3- 2280292

Emal: ooy mutiologic com

United Kingdom

Metroisge Instruments UK Led
Tl +440) 1256 325500
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Mutro (Surbeu) Techeologes Co. L
Tel B5-502-2572511

Eax BS-512:2501%17

Email: info@cn metrologe com
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